
DEPARTMENT OF ENVTRONAAENTAL QUALITY
ATINIMUM SEPARATION DISTANCE5

*SO-foot setbock for wells constructed w/speciol standards gronted by WRD

ffems Reguiring Setbock
From Subsurface
Absorption Ared

fncluding Replocement
A?eo

From Septic Tonk &
Other Treotment Units,

Effluent Sewer E

Distribution Units

i100 ft 50 fr6roundwoter Supplies & Wells

Springs
oUpgradient
aDowngrodient

50 fr
100 fr

50
50

f
f
I
t

**Surfoce Public Woters
o Year round
a Seasonal

100 fr
50 ft

50 ft
50 ft

Intermitt€nt Streams
o Piped (wotertight not less than 25'

from ony part of the on-site system)
. Unpiped

?o ft
50 ft

20 ft
50 fr

Groundwater interceptors
a On o slope of 3% or less
o On a slope greater thon 3%

'UPgradient. Downgradient

20 ft

10 ft
50 ft

10 ft

5fr
10 ft

frrigation Canols
. Lined (watertight canal)
. Unlined

'UPgrodient. Downgrodient

?5 tt
50 ft

25 ft

25 ft
50 ft

Cuts rtlonmode in Excess of 30" (top
of downslope cut)
.Which intersect loyers thot limit
effzclive soil depth w/in 48" of surfoce
a Which don't intersect loyers that limit
etfective soil depth

?5 tt

10 ft
Escorpments
o Which intersect layers fhat limit
efteclive soil depth
o Which don't intersect layers that limit
etfective soil depth

50 fr

25 fr

10 ft

10 ft
10 fr 5ftrties LinesP

Water Lines 10 fr

10 fr 5ft*
Foundation Lines of ony Bldg or Sfructure,
including Garoges & Out Bldgs

10 ftUnderground Utilities

*rThis doesn'f stream crossi of ressure effluent sewers

25 fr

50 ft

25 ft

10 fr

N/A
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RECEIVED

FEB - 6 2015

,0rSP# 1' ZO S %S

Owner hstaller ^)e
A PRE-COVER INSPECTION WILL ryOTBE SCIIEDULED UNTIL TIIIS'MATERTALS LIST & AS-BUILT
DRAW]NG ARE SUBM]TTED TO TIIE LANE COLINTY ON-SITE SEWAGE DISPOSAI PROGRAM .

SEPTIC TANIK

/ en rL_rul

p V/ater tightness tested nlaqeirent. Results w/in allowed liniits @equired)
SRiser (water tigtt) irt to ground surfaca (Required)
6Effluent filter - Mfg
E Anfi-buoyancy provided as per mfg. specs.

DisPoSAL SYSTIM {&td./saprolite tr cap fill+ E Pressurized Dist.* D Sand Filter* tr Other
tAltemative systeds requte addilional informationy'ilspectiods

cattons ,/SOe

l

EDCurtin Drain - Deoth
'@Effiuent sewer pije -

tXDDisposal

d Drain me

oftrench
Len

Trench - Total Len 3"<
/e"

Depth of gravel/media
Diameter Ut" ASTM c

D'ts Irfiltrator drain/other
1Vl a

Depth
SupP lier

Outlet iocation

EI Distribution materia.l - Perforated pipe Dia
fr DroplDistribution box installed.- MG. UL tzr.

' aStM

dia - Total

Mfg & Model ^)Lo
Pump Installer

& Pump & float stallbd - Gallons/dose

@ Audible-visual alarm installed & - Location

HP

PSI

y'^

fl Pressure pipe - Diameter

Q Hydrosplitter Mfg./Suppl

tested\/4 /t ASTM
A)o

I
t9r

Cornments

I understand that I am responsible for ihe satisfactory completion ofall required testing, correbtioas & final cover ofthe system within
30 days ofcollrpletion. I cerdry that construction described above complies with the requirements of OregoD Administrative Rules
Chapter 340 & the permit issued by the ON.SiTE SEV/AGEDISPOSAL PROGRTAM.

DATEINSTAILER'S SIGNATTIRE

A CH TO AS-BUII,T

H:\LMD\SANITATIOIT\FORMSMaterials List. doc

. MATERIALSLIST
Aequired) OAR 340-71 170(3Xb)

LANE COUNTY ON-SITE SEWAGE DISPOSAL PROGRAM
Office: (541) 682-3754 Fax: (541) 682-3947 .

1

PU,I\IIP INS,TALLATION Rf,COR.D GF APPLICABLE)----_-..=.

R:5

Mfs t/U'tn
I

Type/Material L'.rz^e-,lJ-a

Depth below pipe__/r '

olul,'/



SITE PLAN SUBMITTAL FORM
ER E

PHONE I S4llga- Allb
ADDRES

Map and Taxlot #:

m-3s-3s 'oo t-L' 1s I

APPLI NAME
o

PHONE # | 1dq-b4o_s
ADDRESS:

ZGE!'fr,Scale: /"= bo'
NOTICE: Tho appllcant ls ultlmataly r€sponslble tor completlng new work ln accordance wlth thl8 Blto plan oncs approved. Approval ot
constructlon lnspectlons shall not b€ construed aa approval of work not ln accordance with lhls slto plan. Work that devlates from thls
slto plan ehall be formally docum€ntad and approvod through eubmlsslon of a alle plan am€ndm€nt prlor to comm€nclng such work.
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16.210 Lane Codc 16.2 l0

(3) Use Standards

(a) Alteration, restoration, or replacement of a lawfully established dwelling, subject
to the following:

(i) The dwelling was laMully established;

(ii) The laMully established dwelling:

(aa) Has intact exterior walls and roof structures;

(bb) Has indoor plumbing consisting of a kitchen sink, toilet and
bathing facilities connected to a sanitary waste disposal system;

(cc) Has interior wiring for interior lights; and

(dd) Has a heating system;

(iii) ln the case of replacement, is removed, demolished, or converted to an
allowable nonresidential use within three months of the completion of the
replacement dwelling.

(b) A temporary hardship dwelling is subject to the following:

8.2 An outdoor mass gathering of more than 3,000 persons, that is
not anticipated to continue for more than 120 hours in any
three-month period, and which is held primarily in open spaces
and not in any permanent structure as provided in ORS
433.735-760

r ORS
433.735-
760

8.3. Any outdoor gathering of more than 3,000 persons that is
anticipated to continue for more than 120 hours in any three-
month period is subjecl to review by the Planning Commission
under ORS 433.763, notwithstanding Type lll Hearings Official
review

C ilr (LcPc) (3Xt)

9 Accessory Uses

9.1. Uses and structures accessory to existing uses and
development permitted by LC 16.210.

eor\r/ (3Xo),
(5), (6)

Junc 16- 2020 l6-65 LC t6.2t0

Table 16,210-1: Use Table for Nonimpacted Forest zones
l= Type I ll = TvDe ll lll = TvDo lll P = Permitted Outriqht AL = Assembly License

Use
Type

Local
Procedure
Type

Subject
toUse
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(vi) Notice of application for proposed storage structures is provided
according to LC Chapter 14 to Lane County Emergency Management.

(vii) As used in this section, "storage structures for emergency supplies"
means structures to accommodate those goods, materials and equipment
required to meet the essential and immediate needs of an affected
population in a disaster. Such supplies include food, clothing, temporary
shelter materials, durable medical goods and pharmaceuticals, electric
generators, water purification gear, communication equipment, tools and
other similar emergency supplies.

(t) Any Outdoor gathering of more than 3,000 people for more than 120 hours within
any three-month period must comply with the following requirements:

(i) The applicant has complied or can comply with the requirements for an
outdoor mass gathering permit set out in ORS 433.750;

(ii) The proposed gathering is compatible with existing land uses;

(iii) The proposed gathering shall not materially alter the stability of the overall
land use pattern of the area; and

(m) For single-family dwellings, the landowner must sign and record in the deed
records for the County a document binding the landowner, and the landowner's
successors in interest, prohibiting them from pursuing a claim for relief or cause
of action alleging injury from farming or forest practices for which no action or
claim is allowed under ORS 30.936 or 30.937.

(o) lf the proposed structure is located on the same site as the existing dwelling, the
application is exempt from LC 16.210(5)(a). For the purpose of LC 16.210(3)(o),
the "same site" is defined as a square with dimensions of 200 feet which is
centered on the footprint of the established dwelling.

)( 
(a) ConOitional Use Review Criteria

A Conditional Use listed in Table 16.210-1 of this zone thal references this section may be
allowed provided the following requirements are satisfied. These requirements are designed to
make the use compatible with forest operations and agriculture and to conserve values found on
forest lands.

(a) The proposed use will not force a significant change in, or significantly increase
the cost of, accepted farming or forest practices on agriculture or forest lands.

June 16. 1020 t 6-73 LC t6.2tO

(iv) The provisions of ORS 433.755 shall apply to the proposed gathering.

(n) For single-family dwellings, the approval is valid for four years from the date of
approval, unless otherwise specified in the approval or by other provisions of
Lane Code. Notwithstanding the requirements of LC Chapter'14, an application
for a two year extension of the timelines for the permit approval can be made and
approved pursuant to LC Chapter 14.
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(b) The proposed use will not significantly increase fire hazard or significantly
increase fire suppression costs or significantly increase risks to fire suppression
personnel.

(c) A written statement recorded with the deed or written contract with the county or
its equivalent is obtained from the land owner that recognizes the rights of
adjacent and nearby land owners to conduct forest operations consistent with the
Forest Practices Act and Rules for Use 2.3, Use 3.6, Use 3.10, Use 6.6, and Use
7.8.

(d) For Use 4.3: the use will not significantly conflict with the existing uses on
adjacent and nearby lands.

(5) Siting Standards for Uses, Activities, and ry_
The following siting criteria apply to all new uses, activities, and structures allowed by LC
16.210. These criteria are designed to make such uses compatible with forest operations, to
minimize wildfire hazards and risks and to conserve values found on forest lands. The Director
must consider the criteria in this section together with the requirements of Section (6) to identify
the building site.

(a) Residences, dwellings, and structures must be sited as follows

(i) Near dwellings on other tracts, near existing roads, on the most level part
of the tract, on the least suitable portion of the tract for forest use and at
least 30 feet from any ravine, ridge or slope greater than 40 percent
(4Doh);

(ii) With minimal intrusion into forest areas undeveloped by nonforest uses;

(iii) Where possible, when considering LC 16.21O(sXaXi) and (ii) and the
dimensions and topography of the tract, at least 500 feet from the
adjoining lines of property zoned F-1 and 100 feet from the adjoining lines
of property zoned F-2 or EFU; and

(iv) The amount of forest lands used to site access roads, service conidors,
and struclures must be minimized.

(b) Setbacks. Structures other than a fence or sign cannot be located closer than:

(i) 20 feet from the righlof-way of a state road, County road, or a local
access public road specified in LC Chapter 15.

(ii) 30 feet from all property lines other than those described in Section
(sxbxi).

(iii) The minimum distance necessary to comply Sections (5)(a) and (6).

June 16.:020 t6-74 Lr 16 210
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(c)

(d)

(e)

Lane Code 16.210

(iv) Riparian Setback Area. A riparian setback area applies to the area
between a line that is '100 feet from and parallel to the ordinary high water
of a Class I stream designated in the Rural Comprehensive Plan. No
structure other than a fence may be located closer than 100 feet from the
ordinary high water of a Class I stream unless a riparian modification
application is approved in accordance with LC 16.253(3). Vegetation
maintenance, removal, and replacement standards and exceptions to
these setbacks are found in LC 16.253.

Domestic Water Supplies. For new dwellings and non-farm structures on vacant
land, evidence must be provided that the domestic water supply is from a source
authorized in accordance with the Water Resources Department's administrative
rules for the appropriation of ground water or surface water and not from a Class
ll stream as defined in the Forest Practices Rule, OAR Chapter 629. lf the water
supply is unavailable from public sources or sources located entirely on the
property, then the applicant must provide evidence that a legal easement has
been obtained permitting domestic water lines to cross the properties of affected
owners. For purposes of LC 16.210(5)(c) above, evidence of domestic water
supply means:

(i) Verification from a water purveyor that the use described in the
application will be served by the purveyor under the purveyor's rights to
appropriate water;

(ii) A water use permit issued by the Water Resources Department for the
use described in the application; or

(iii) Verification from the Water Resources Department that a water use
permit is not required for the use described in the application. lf the
proposed water supply is from a well and is exempt from permitting
requirements under ORS 537.545, the applicant must submit the well
constructor's report to the Director upon completion of the well.

As a condition of approval, lf road access to the dwelling is by a road owned and
maintained by a private party or by the Oregon Department of Forestry, the U-S.
Bureau of Land Management, or the U.S. Forest Service, then the applicant must
provide proof of a longterm road access use permit or agreement. The road use
permit may require the applicant to agree to accept responsibility for road
maintenance.

Approval of a dwelling is subject to the following requirements:

(i) Approval of a dwelling requires the owner of the tract to plant a sufficient
number of trees on the tract to demonstrate that the tract is reasonably
expected to meet Department of Forestry stocking requirements at the
time specified in department of Forestry administrative rules.

(ii) The Director must notify the County Assessor of the above condition at
the time the dwelling is approved.

June 16,2020

(iii) Stocking survey report:

t 6-'15 LC 16.210
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(aa) lf the lot or parcel is more than ten acres, the property owner must
submit a stocking survey report to the County Assessor and the
Assessor will verify that the minimum stocking requirements have
been met by the time required by Department of Forestry rules;
and

(bb) Upon notification by the Assessor, the Department of Forestry will
determine whether the tract meets minimum stocking
requirements of the Forest Practices Act. lf the Department of
Forestry determines that the tract does not meet those
requirements, that department will notify the owner and the
Assessor that the land is not being managed as forest land. The
Assessor will then remove the forest land designation pursuant to
ORS 321.359 and impose the additional tax.

(f) Signs.

(i) Signs cannot extend over a public right-of-way or project beyond the
property line;

(ii) Signs cannot be illuminated, flashing, blinking, contain scrolling images,
or capable of movement; and

(iii) Signs are to be limited to 200 square feet in area.
t,/

)f(6) Fire-Siting Standards for Dwellinqs and Structures

The following fire-siting standards or their equivalent apply to new residences, dwellings,
manufactured dwellings, or structures allowed in Lane Code 16.210:

(a) The dwelling must be located upon a parcel within a fire protection district or
must be provided with residential fire protection by contract. lf the dwelling is not
within a fire protection district, the applicant must provide evidence that the
applicant has asked to be included within the nearest such district. lf the Director
determines that inclusion within a fire protection district or contracting for
residential fire protection is impracticable, the dwelling must comply with the
following fire safety plan requirements:

(i) The means selected may include a fire sprinkling system, onsite
equipment and water storage or other methods that are reasonable, given
the site conditions;

( ii) lf a water supply is required for fire protection, it must be a swimming
pool, pond, lake, or similar body of water that at all times contains at least
4,000 gallons or a stream that has a continuous year round flow of at
least one cubic foot per second;

The applicant must provide verification from the Water Resources
Department that any permits or registrations required for water diversion
or storage have been obtained or that permits or registrations are not
required for the use;

June 16. 2020

(iii)

t6-76 LC t6.2t0
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(iv) Road access must be provided to within 15 feet of the water's edge for
firefighting pumping units. The road access must accommodate the
turnaround of firefighting equipment during the fire season. Permanent
signs must be posted along the access route to indicate the location of
the emergency water source; and

(b) Fire Safety Design Standards for Roads and Driveways.

(i) Private driveways, roads or bridges accessing only commercial forest
uses are not subject to compliance with these fire safety design standards
for roads and driveways. The route of access for firefighting equipment,
from the fire station to the destination point, across public roads, bridges,
private roads or private access easements and driveways must comply
with the standards specified below. Evidence of compliance with the
standards specified in (6)(b) should include objective information about
the firefighting equipment, the physical nature of the access route, the
nature of any proposed improvements to the access route, and it may
also include a written verification of compliance from the agency providing
fire protection, or a written certification of compliance from an Oregon
Registered Professional Engineer. As used herein, "road" means a way
of access used for more than one use and accessory uses. As used
herein, "driveway" means a way of access used for only one dwelling.

(ii) Road and Driveway Surfaces. Roads must have unobstructed widths of
at least 20 feet including: travel surfaces with widths of at least 16 feet
constructed with gravel to a depth sufficient to provide access for frre
fighting vehicles and containing gravel to a depth of at least six-inches or
with paving having a crushed base equivalent to six inches of gravel, an
unobstructed area two feet in width at right angles with each side of the
constructed surface, curve radii of at least 50 feet, and a vertical
clearance of at least 1 3 feet 6 inches. Driveways must have: constructed
widths of at least 12 feet with at least six inches of gravel or with paving
having a crushed base equivalent to six inches of gravel and must have a
vertical clearance of 13 feet 6 inches.

(iii) Turnarounds. Any dead-end road over 200 feet in length and not
maintained by Lane County must meet these standards for turnarounds.
Dead-end roads must have turnarounds spaced at intervals of not more
than 500 feet. Turnarounds must comply with these design and
construction standards:

June 16 l0lo t 6-77 LC t6.lt0

(v) A 100-foot wide primary safety zone and a 100-foot wide secondary
safety zone surrounding the perimeter of the dwelling or manufactured
dwelling structures must be provided and maintained in perpetuity in
compliance with the standards in (6)(c).



I (r.2 l0 Lanc Code t6.2t0

(aa) HammerheadTurnarounds. Hammerheadturnarounds (for
emergency vehicles to drive into and back out of to reverse their
direction on the road) must intersect the road as near as possible
at a 90 degree angle and extend from the road at that angle for a
distance of at least 20 feet. They must be constructed to the
standards for driveways in LC 16.210(6)(b)(i) above and must be
marked and signed by the applicant as "NO PARKING." Such
signs must be of metal or wood construction with minimum
dimensions of 12 inches by 12 inches; or

(bb) Cul-de-sac Turnarounds. Cul-de-sac turnarounds must have a
righlof-way width with a radius of at least 45 feet and an improved
surface with a width of at least 36 feet and must be marked and
signed by the applicant as "NO PARKING." Such signs must be
of metal or wood construction with minimum dimensions of 12
inches by 12 inches; and

(cc) Cul-de-sacs or hammerhead turnarounds cannot cross any slope
which will allow chimney-effect draws unless the dangerous
effects of the chimney-effect draws have been mitigated by the
location of the road and, where necessary, by the creation of
permanent fire breaks around the road.

(iv) Bridges and Culverts. Bridges and culverts must be constructed to
sustain a minimum gross vehicle weight of 50,000 lbs. and to maintain a
minimum 16-foot road width surface or a minimum 12-foot driveway
surface. The Planning Director may allow a single-span bridge utilizing a
converted railroad flatcar as an alternative to the road and driveway
surface width requirements, subject to verification from an engineer
licensed in the State of Oregon that the structure will comply with the
minimum gross weight standard of 50,000 lbs.

(v) Road and Driveway Grades. Road and driveway grades cannot exceed
1 6 percent except for short distances when topographic conditions make
lesser grades impractical. ln such instances, grades up to 20 percent
may be allowed for spans not to exceed 100 feet. An applicant must
submit information from a Fire Protection District or engineer licensed in
the State of Oregon demonstrating that road and driveway grades in
excess of eight percent are adequate for the firefighting equipment of the
agency providing fire protection to access: the use, firefighting equipment,
and water supply.

(vi) ldentification. Roads must be named and addressed in compliance with
LC 15.305 through 15.335.

Junc 16.1020 l6-78 LC t6 210
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(vii) Driveway Vehicle Passage Turnouts. Driveways in excess of 200 feet
must provide for a 2o-foot long and eigh$foot wide passage space (turn
out) with six inches in depth of gravel and at a maximum spacing of 400
feet. Shorter or longer intervals between turnouts may be authorized by
the Planning Director where the Director inspects the road and
determines that topography, vegetation, corners or turns obstruct
visibility.

(viii) Modifications and Alternatives. The standards in (6Xbxi)through
(6)(b)(vii) above may be modified by the approval authority provided the
applicant has submitted objective evidence demonstrating that an
alternative standard would insure adequate access for firefighting
equipment from its point of origination to its point of destination.

Fuel-Free Breaks. The owners of dwellings and structures must maintain a
primary safety zone surrounding all structures and clear and maintain a
secondary safety zone on land surrounding the dwelling that is owned or
controlled by the owner in compliance with these requirements.

(i) Primary Safety Zone. The primary safety zone is a fire break extending a
minimum of 30 feet in all directions around dwellings, manufactured
dwellings and structures, unless otherwise specifically stated in LC
'16.210. The goal within the primary safety zone is to exclude fuels that
will produce flame lengths in excess of one foot. Vegetation within the
primary safety zone could include green lawns and low shrubs (less than
24 inches in height). Trees must be spaced with greater than 15 feet
between the crown and pruned to remove dead and low (less than eight
feet) branches. Accumulated leaves, needles, and other dead vegetation
must be removed from beneath trees. Nonflammable materials (i.e.,
rock) instead of flammable materials (i.e., bark mulch) must be placed
next to the house.

(aa) As slope increases, the primary safety zone must increase away
from the house, parallel to the slope and down the slope, as
shown in the table and figure below:

Table 16.210-2 Minimum Primary Safety Zone

(c)

S/ope
Feet of Primary
Safety Zone

Feet of Additional Primary
Safety Zone Down Slope

30
30
30
30
30

0
50
75
100
150

June 16. l0l0 t 6-79
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0%
10%
20%

40%

LC 16.210
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Figure 16.210-1

EXAIVIPLE OF SAFETYZONE SHAPE

PBIMARY ZONE

30

i31)' %

180

80usE
^
3a'

v

DIRECTION OF SLOPEI \,
*

(ii)

16.21 0

Secondary Safety Zone. The secondary safety zone is a fuel break
extending a minimum of '100 feet in all directions around the primary
safety zone. The goal of the secondary safety zone is to reduce fuels so
that the overall intensity of any wildfire would be lessened and the
likelihood of crown fires and crowning is reduced. Vegetation within the
secondary safety zone must be pruned and spaced so that fire will not
spread between crowns of trees. Small trees and brush growing
underneath larger trees must be removed to prevent spread of fire up into
the crowns of the larger trees. Dead fuels must be removed.

The dwelling must have a fire retardant roof .

Dwellings or manufactured dwellings must be sited at least 30 feet away from a
ravine, ridge, or any slope greater than 40 percent slope.

(f) lf the dwelling has a chimney or chimneys, each chimney must have a spark
arrester.

(7) Land Divisions

(a) The minimum area requirement for the creation of new or adjusted lots or parcels
for land designated as Nonimpacted Forest Land (F-1) is 80 acres. The creation
of a new or adjusted lot or parcel must comply with LC Chapter 13.

(d)

(e)

Junr 16.2020 I 6-80 LC 16.210
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